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POST SHORES 

Steel post shores are a safe, economical, and effective 
way to support vertical suspended loads with minimal 
labor. 

• Posts are galvanized to provide long life and
prevent staining of concrete.

• Can be used alone or in conjunction with other
vertical shoring systems.

• Interchangeable u-heads provide a saddle to
accept stringers and joists.

• Quick release drive pin assists the stripping
operation.

• All parts are attached to the post helping to
prevent lost equipment.

• Posts can be used upside down to provide a
comfortable adjustment nut height.

• Designed to support vertical loads, bracing may
be required to restrain against any anticipated
lateral loading conditions.

350 Post Shore
HEIGHT (FT) LOAD CAPACITY (LBS)

6' 6" 7,750
7' 7,400

7' 6" 7,050
8' 6,700

8' 6" 6,350
9' 6,000

9' 6" 5,650
10' 5,300

10' 6" 4,950
11' 4,600

11' 6" 4,200

1018 Post Shore
HEIGHT (FT) LOAD CAPACITY (LBS)

10' 9,900
10' 6" 9,500

11' 9,050
11' 6" 8,625

12' 8,200
12' 6" 7,775

13' 7,350
13' 6" 6,925

14' 6,500
14' 6" 6,075

15' 5,650
15' 6" 5,225

16' 4,800
16' 6" 4,375

17' 3,950
17' 6" 3,525

18' 3,100

550 Post Shore
HEIGHT (FT) LOAD CAPACITY (LBS)

10' 3" 8,860
11' 8,100

11' 6" 7,500
12' 6,900

12' 6" 6,400
13' 5,900

13' 6" 5,400
14' 4,800

14' 6" 4,300
15' 4,100

15' 6" 3,900
16' 3,500

16' 6" 3,300
17' 3,100

17' 5" 2,900




